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Super Quiet

Panasonic noise levels (sones) are among 

the lowest in the industry and certified by the 

Home Ventilating Institute.

Energy Efficiency

Panasonic designs long-life, energy efficient 

AC condenser and DC motors. And, nearly all 

Panasonic fans are ENERGY STAR® qualified.

Panasonic compact fluorescent lamps also 

provide energy efficient lighting. Two 18-Watt 

compact fluorescents are equivalent to a 150-

Watt incandescent.

Energy Rebates

Panasonic ventilation fans and fan/light 

combinations may qualify for an energy 

savings rebate. Check with your local utility 

company for details.

Long Life

Galvanized steel body / Rust proof paint 

on ceiling mounted units / Long-life AC 

condenser and DC motors / Compact 

fluorescent lamps rated for 10,000 hours  

of life / Panasonic Ventilation fans carry a 

three-year warranty. WhisperGreenTM models 

carry a six-year warranty on DC motor.

Other Features

Easy installation with removable motor / 

blower wheel assembly / UL listed for tub 

/ shower enclosure when used with GFCI 

circuit / Meets Washington State Ventilation 

and Indoor Air Quality Code / California Title 24 

Compliant / manufactured in certified ISO 9001 

facilities ensuring global standards.

Panasonic  Advantages
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C E I L I N G  M O U N T E D  V E N T I L A T I O N  F A N

WITH DC MOTOR

— SmartFlow™ system for constant  

CFM output

— Super energy efficient DC motor

— Ultra-quiet operation

— ENERGY STAR® qualified

— Totally enclosed motor for long life – rated for 

continuous run

— Easy installation (double hanger bar system)

— Rustproof paint treatment on galvanized housing

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used with a 

GFCI branch circuit wire

— Thermal Fuse Protection

— Meets Washington State Ventilation and Indoor  

Air Quality Code

— California Title 24 Compliant

P R E M I U M  C E I L I N G  M O U N T E D  F A N  

WITH DC MOTOR AND BUILT-IN CONTROLS

Advantages:

WhisperGreen 
Premier Series

FV-08VKS1 FV-08VKM1

 Air Volume (CFM)  80 70 60 50 40 30 80 70 60 50 40 30

 Noise (sones)  0.3 <0.3 <0.3 <0.3 <0.3 <0.3 0.3 <0.3 <0.3 <0.3 <0.3 <0.3

 Power Consumption (Watts)   11.3 8.9 7.6 6.6 5.2 4.7 11.3 8.9 7.6 6.6 5.2 4.7

 Energy Efficiency (CFMs/Watt)  7.1 7.9 7.9 7.6 7.7 6.4 7.1 7.9 7.9 7.6 7.7 6.4

ENERGY STAR Qualified   Yes   Yes  

— CustomVent™ variable speed control with  
high/low delay timer

— SmartFlow™ system for constant CFM output

— Super energy efficient DC motor

— Ultra-quiet operation

— ENERGY STAR® qualified

— Totally enclosed motor for long life – rated for 
continuous run

— Easy installation (double hanger bar system)

— Rustproof paint treatment on galvanized housing

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used with a 
GFCI branch circuit wire

— Thermal Fuse Protection

— Meets Washington State Ventilation and Indoor Air 
Quality Code

— California Title 24 Compliant

Advantages:

Motion Sensor

WhisperGreen 
Standard Series

FV-05VK1 FV-08VK1 FV-08VKL1

 Air Volume (CFM)  50 80 80

 Noise (sones)  <0.3 0.3 <0.3

 Power Consumption (Watts)  5.9 11.1 11.3

 Energy Efficiency (CFMs/Watt)  8.5 7.2 7.1

ENERGY STAR Qualified   Yes   Yes   Yes  

INCLUDED:  
2 Panasonic 
18-Watt Flicker-
Free, Electronic 
Ballast Compact 
Fluorescent Lamps

Lamp contains mercury. Dispose according to local, state and Federal laws.
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F A N / L I G H T / N I G H T- L I G H T  C O M B I N A T I O N

— Convenient Night-Light feature

— Super quiet operation

— ENERGY STAR® qualified

— Enhanced grille design

— Totally enclosed condenser motor for long life

— Rated for continuous run

— Easy installation (double hanger bar system)

— Rustproof paint treatment on galvanized housing

— Built-in damper to prevent backdraft

— UL listed for tub/shower enclosure when used with 

a GFCI branch circuit wire

— Thermal fuse protection

— Meets Washington State Ventilation and Indoor Air 

Quality Code

— California Title 24 Compliant

WhisperLite  FV-08VQL4  FV-11VQL4  FV-15VQL4

 Air Volume (CFM)  80 110 150

 Noise (sones)  0.3 1.0  1.2  

 Power Consumption (Watts)  25.2 35.9 35.7

Energy Efficiency (CFMs/Watt)  3.2 3.1 4.2

ENERGY STAR Qualified   Yes   Yes   Yes  

Advantages:

C E I L I N G  M O U N T E D  V E N T I L A T I O N  F A N

— Super quiet operation

— ENERGY STAR® qualified

— Totally enclosed condenser motor for long life—

rated for continuous run

— Easy installation (double hanger bar system)

— Rustproof paint treatment on galvanized housing

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used with 

a GFCI branch circuit wire

— Thermal fuse protection

— Meets Washington State Ventilation and Indoor Air 

Quality Code

— California Title 24 Compliant

WhisperCeiling FV-05VQ3 FV-08VQ3 FV-11VQ3 FV-15VQ4 FV-20VQ3  FV-30VQ3  FV-40VQ3  

 FV-11VQD2 
2-speed  

 High   Low  

Air Volume (CFM) 50 80 110 150 190 290 380 110 60

Noise (sones)  <0.3 0.3 0.8 0.6 1.3 2 3 1.5  <0.3 

Power Consumption (Watts) 12.9 22.8 30.7 31.4 42 64 112 27 18

Energy Efficiency (CFMs/Watt) 3.9 3.5 3.6 4.8 4.5 4.6 3.4 4.1 3.3

ENERGY STAR Qualified Yes Yes Yes  Yes  Yes  Yes  Yes Yes

Advantages:

INCLUDED:  
2 Panasonic 18-Watt 
Flicker-Free, Electronic 
Ballast Compact 
Fluorescent Lamps Lamp contains mercury. Dispose according to local, state and Federal laws.
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L O W  P R O F I L E  V E N T I L A T I O N  F A N L O W  P R O F I L E  V E N T I L A T I O N  F A N

— New convenient Night-Light feature

— Low profile housing design

— Super quiet operation

— ENERGY STAR® qualified

— Totally enclosed condenser motor for long life

— Rated for continuous run

— 4" Duct with 3" duct adapter included

— Easy installation (Double hanger bar systems)

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used 

with a GFCI branch circuit wire

— Thermal fuse protection

— Meets Washington State Ventilation and Indoor  

Air Quality Code

— California Title 24 Compliant

Advantages:

 WhisperFit-Lite
FV-05VFL2 FV-08VFL2 FV-11VFL2

4" Duct 3" Duct 4" Duct 3" Duct 4" Duct 3" Duct

 Air Volume (CFM)  50 50 80 70 110 90

 Noise (sones)  <0.3 <0.3 0.5 0.6 1.3 1.5

 Power Consumption (Watts)  16.6 16.6 29.7 29.4 33.6 33.3

 Energy Efficiency (CFMs/Watt)  3.0 3.0 2.7 2.4 3.3 2.7

ENERGY STAR Qualified  Yes   Yes   Yes1  

— Low profile housing design

— Super quiet operation

— ENERGY STAR® qualified

— Totally enclosed condenser  

motor for long life

— Rated for continuous run

— 4" Duct with 3" duct adapter included

— Easy installation (Double hanger bar systems)

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used 

with a GFCI branch circuit wire

— Thermal fuse protection

— Meets Washington State Ventilation and Indoor 

Air Quality Code

— California Title 24 Compliant

Advantages:

5-5/8"
Depth

 WhisperFit
FV-05VF2 FV-08VF2 FV-11VF2

4" Duct 3" Duct 4" Duct 3" Duct 4" Duct 3" Duct

 Air Volume (CFM)  50 50 80 70 110 90

 Noise (sones)  0.4 0.5 0.8 0.8 1.5 1.5

 Power Consumption (Watts)  15.0 15.0 24.5 24.3 33.5 33.8

 Energy Efficiency (CFMs/Watt)  3.3 3.3 3.3 2.9 3.3 2.7

ENERGY STAR Qualified  Yes   Yes   Yes1  

INCLUDED:  
2 Panasonic 18-Watt 
Flicker-Free, Electronic 
Ballast Compact 
Fluorescent Lamps

5-5/8"
Depth

Universal 
Housing Can

Motor/Grille 
Assembly

Complete 
Fan Unit

Master 
Pack

FV-05-11VFA2  FV-11VFB2 FV-11VF2 4

WhisperFit U-Can Contractor Pack

The U-Can Contractor pack includes four complete 

fans. The housing and motor/grille are packaged 

separately for flexibility during installation. The 

universal housing can accommodate VF2 series 

WhisperFit models.

1 ENERGY STAR qualified when installed with a 4" duct. 1 ENERGY STAR qualified when installed with a 4" duct. Lamp contains mercury. Dispose according to local, state and Federal laws.
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CEILING MOUNT SUPER LOW PROFILE FAN 

WhisperValue
WhisperValue-Lite

FV-05VS1 FV-08VS1 FV-08VSL1

3" Duct 3" Duct 3" Duct

 Air Volume (CFM)  50 80 80

 Noise (sones)  0.8 1.4 1.3

 Power Consumption (Watts)  15.8 23.3 24.4

 Energy Efficiency (CFMs/Watt)  3.2 3.4 3.3

ENERGY STAR Qualified  Yes   Yes   Yes  

— Super Low Profile Housing Design

— Aerodynamic Fan Design Technology for  

Super Quietness

— Energy Efficient Fan & Lighting Fixture

— Convenient Night-Light Feature  

(WhisperValue-Lite)

— ENERGY STAR® qualified

— Thermal fuse protection

— Easy installation (double hanger bar system)

— Meets Washington State Ventilation and Indoor 

Air Quality code

— California Title 24 Compliant

— UL listed for wall (FV-05VS1 and  

FV-08VS1) and ceiling installations

Advantages:

— Super quiet operation

— Totally enclosed condenser motor  

for long life—rated for continuous run

— Easy installation

— Rustproof paint treatment on  

galvanized housing

— Built-in damper to prevent backdraft

— Contemporary grille design

— Thermal fuse protection on motor and 3-level 

safety device for heater

 — 1400 Watt steel sheathed heater element

— Directional louver

— For optional performance install heater no more 

than 8 ft. from floor to ceiling

— Meets Washington State Ventilation and Indoor Air 

Quality Code

— California Title 24 Compliant

Minimum 20 Amp dedicated  

circuit recommended 

Advantages:

F A N / H E A T / L I G H T / N I G H T- L I G H T

WhisperWarm  FV-11VH1   FV-11VHL1  

 Air Volume (CFM)   110   110  

 Noise (sones)   1.1   1.0  

 Power Consumption (Watts)   25   25  

 Energy Efficiency (CFMs/Watt)   4.5   4.4  

INCLUDED:  
2 Panasonic 18-Watt 
Flicker-Free, Electronic 
Ballast Compact 
Fluorescent Lamps

3-3/4"
Depth

INCLUDED:  
2 Panasonic 18-Watt 
Flicker-Free, Electronic 
Ballast Compact 
Fluorescent Lamps

WhisperValue U-Can Contractor Pack

The U-Can Contractor pack includes four complete 

fans. The housing and motor/grille are packaged 

separately for flexibility during installation. The 

universal housing can accommodate VS1 series 

WhisperValue models.

Universal 
Housing Can

Motor/Grille 
Assembly

Complete 
Fan Unit

Master 
Pack

FV-05-08VSA1 FV-05VSB1 FV-05VS1 4

FV-05-08VSA1 FV-08VSB1 FV-08VS1 4

Lamp contains mercury. Dispose according to local, state and Federal laws.
Lamp contains mercury. Dispose according 
to local, state and Federal laws.
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THROUGH-THE-WALL FAN   

— Super quiet operation

— ENERGY STAR® qualified

— Totally enclosed condenser motor for long life–rated 

 for continuous run

— Easy installation

— Rustproof paint treatment on galvanized housing

— Built-in damper to prevent backdraft

— Contemporary grille design

— UL listed for tub/shower enclosure when used  

with a GFCI branch circuit wire

— Thermal fuse protection

— Meets Washington State Ventilation and Indoor Air Quality Code

— 10" Galvanized sleeve and steel exterior hood included

— Painted white

— Spring damper

— Foam seal to reduce backdraft

Advantages:

WhisperWall  FV-08WQ1  

 Air Volume (CFM)   70  

 Noise (sones)   1.1  

 Power Consumption (Watts)   18  

 Energy Efficiency (CFMs/Watt)   3.9  

ENERGY STAR Qualified   Yes  

R E M O T E  M O U N T E D  I N - L I N E  F A N

Housing:
— Galvanized steel for long life

— Insulated housing to prevent condensation and 
noise

— Tapered duct adapter for easy connection

Motor:
— Super quiet/energy efficient

— Totally enclosed condenser motor for long 
life—rated for continuous run.

Safety:
— Motor equipped with thermal cut-off fuse

Advantages:

WhisperLine FV-10NLF1 FV-20NLF1 FV-30NLF1 FV-40NLF1
 Air Volume (CFM)  120 105 82 240 225 200 340 322 302 440 425 408

 Noise (sones)  1.0 1.4 1.7 2.1

 Power Consumption (Watts)  36 57 98 132

 Energy Efficiency (CFMs/Watt)*  3.3 4.2 3.5 3.3

ENERGY STAR Qualified1   Yes   Yes   Yes   Yes  

Note: Sones were measured at manufacturer’s facility in a 

sound-proof room at intake side from a distance of 5 ft. 

* HVI certified data - CFM, Watts.

1To ensure quiet operation of ENERGY STAR® qualified in-line 

and remote fans, each fan should be installed using sound 

attenuation techniques appropriate for the installation. For 

bathroom and general ventilation applications, at least 8 feet of 

insulated flexible duct must be installed between the exhaust or 

supply grille(s) and the fan.

WhisperLine Installation Kits

Item Model No. Description Inlet 
Grille

Backdraft 
Damper Clamp Y-Adaptor

Accessory
Kit

FV-NLF04G 4" Single Inlet 1 (4") - - -

FV-NLF06G 6" Single Inlet 1 (6") - - -

PC-NLF04S 4" Single Inlet 1 (4")  1 (4") 6 -

PC-NLF06S 6" Single Inlet 1 (6") 1 (6")  6 -

PC-NLF04D 4" Double Inlet 2 (4") 2 (4") 12 1 (4"- 4"x 2)

PC-NLF06D 6" Double Inlet 2 (6") 2 (6") 12 1 (6"- 6"x 2)

PC-NLF64D 6"- 4" Double Inlet 2 (4") 2 (4") 12 1 (6"- 4"x 2)

Y-Adaptor
PC-NLF86Y 8"-6" Y-Adaptor - - - 1 (8"- 6"x 2)

PC-NLF66Y 6"-6" Y-Adaptor - - - 1 (6"- 6"x 2)

Single Inlet Kit Double Inlet Kit

Easy Installation:
— 5 positions for installation

— Joist or truss attachment brackets included

— Suspension brackets included

Grille:
— Low profile family design

— Adjustable airflow for multi-inlet balance

Exterior Hood 
included

FOR SINGLE OR MULTIPLE INLETS
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WhisperLine In-Line — Bathroom (to achieve 8 ACH as per HVI)
 

Total Sq Ft bath or baths Installation Kit

Longest duct run from grille to fan and to the outside exhaust point

20 feet 30 feet 40 feet 50 feet 75 feet

50 one 4” pickup in one bath PC-NLF04S FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

75 one 6” pickup in one bath PC-NLF06S + PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

one 6” pickup in one bath PC-NLF06S + PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

100 two 6” pickups in one bath PC-NLF06D + PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

two 6” pickups in two baths PC-NLF06D + PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

one 6” pickup in one bath PC-NLF06S + PC-NLF46A* FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-20NLF1 FV-20NLF1

125 two 6” pickups in one bath PC-NLF06D + PC-NLF46A* FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-20NLF1 FV-20NLF1

two 6” pickups in two baths PC-NLF06D + PC-NLF46A* FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-20NLF1 FV-20NLF1

one 6” pickup in one bath PC-NLF06S FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

150 two 6” pickups in one bath PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

two 6” pickups in two baths PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

175
two 6” pickups in one or two 

baths
PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

three 6” pickups in one, two, or 

three baths
PC-NLF06D + PC-NLF06S + PC-NLF66Y FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

200
two  6” pickups in one or two 

baths
PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-30NLF1

three 6” pickups in one, two, or 

three baths
PC-NLF06D + PC-NLF06S + PC-NLF66Y FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

225
two  6” pickups in one or two 

baths
PC-NLF06D FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

three 6” pickups in one, two, or 

three baths
PC-NLF06D + PC-NLF06S + PC-NLF66Y FV-20NLF1 FV-20NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

250
three 6” pickups in one, two, or 

three baths
PC-NLF06D + PC-NLF06S + PC-NLF66Y FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

275
three 6” pickups in one, two, or 

three baths

PC-NLF06D + PC-NLF06S + PC-NLF66Y 

(30NLF1)
FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-40NLF1

PC-NLF06D + PC-NLF06S + PC-NLF86Y 

(40NLF1)
FV-30NL FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

300
three 6” pickups in one, two, or 

three baths
PC-NLF06D + PC-NLF06S + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

325
three 6” pickups in two or three 

baths
PC-NLF06D + PC-NLF06S + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

four 6” pickups in two, three, or 

four baths
PC-NLF06D x 2 +PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

350
three 6” pickups in two or three 

baths
PC-NLF06D + PC-NLF06S + PC-NLF86Y FV-40NLF1 FV-40NLF1 N/A N/A N/A

four 6” pickups in two, three, or 

four baths
PC-NLF06D x 2 +PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

375
four 6” pickups in two, three, or 

four baths
PC-NLF06D x 2 +PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

400
four 6” pickups in two, three, or 

four baths
PC-NLF06D x 2 +PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

Sizing and selecting an In-Line Fan and Installation Kit.   
Locate your EDL and drop down to see which fan(s) will meet your need

W H I S P E R L I N E  I N S T A L L A T I O N

WhisperLine In-Line — Whole House (to achieve 0.35 ACH)

Longest duct run from grille to fan and to the outside exhaust point

House 

Sq Ft
PICKUPS Installation kit 20 feet 30 feet  40 feet 50 feet 75 feet

750 one 4” pickup PC-NLF04S FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

750 two 4” pickups PC-NLF04D FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,000 one 4” pickup PC-NLF04S FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,000 two 4” pickups PC-NLF04D FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,250 one 6” pickup PC-NLF06S +  PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,250 two 6” pickups PC-NLF06D +  PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,500 one 6” pickup PC-NLF06S +  PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

1,500 two 6” pickups PC-NLF06D +  PC-NLF46A FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1 FV-10NLF1

2,000 two 6” pickups PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

2,500 two 6” pickups PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

3,000 two 6” pickups PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

3,000 three 6” pickups
PC-NLF06D + PC-NLF06S  

+  PC-NLF66Y
FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

3,500 two 6” pickups PC-NLF06D FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

3,500 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF66Y
FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

4,000 two 6” pickups PC-NLF06D FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

4,000 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF66Y
FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1 FV-20NLF1

4,500 two 6” pickups PC-NLF06D FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

4,500 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF66Y
FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

5,000 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF66Y
FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

5,000 four 6” pickups Two PC-NLF06D + PC-NLF66Y FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

5,500 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF86Y
FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

5,500 four 6” pickups
PC-NLF06D + PC-NLF06S 

 + PC-NLF66Y
FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1 FV-30NLF1

6,000 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF86Y
FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

6,000 four 6” pickups Two PC-NLF06D + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

6,500 three 6” pickups
PC-NLF06D + PC-NLF06S  

+ PC-NLF86Y
FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

6,500 four 6” pickups Two PC-NLF06D + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

7,000 four 6” pickups Two PC-NLF06D + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

7,500 four 6” pickups Two PC-NLF06D + PC-NLF86Y FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1 FV-40NLF1

W H I S P E R L I N E  I N S T A L L A T I O N

* PC-NLF46A not required for FV-20NLF1 
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Outside Inside

C E I L I N G  M O U N T E D  S P O T  E R V  F A N

WhisperComfort 
(40/20 or 20/10 Setting)

FV-04VE1

40 CFM 20 CFM 10 CFM

 Air Volume Exhaust (CFM)  40 20 10

 Air Volume Supply (CFM)  30 20 10

 Noise (sones) 0.8 <0.3 N/A

 Power Consumption (Watts)  23 21 17

Apparent Sensible Effectiveness
Heating (%) 32 °F (0°C)

66% at 30 CFM

Total Recovery Efficiency
Cooling (%) 95 °F (35°C)

36% at 29 CFM

— Spot balanced ventilation fan with  

low-rate, continuous run

— Provides fresh air from outside while 

exhausting stale air and indoor air 

pollutants

— Patent Pending core recovers  

temperature and moisture

— Balances air pressure inside the house

— Perfect for new air tight houses built 

to meet energy efficiency standards— 

backdraft damper included

Advantages: Balanced Ventilation With Spot or Whole House ERV

PC-RD05C3  
Panasonic radiation dampers are 

designed to protect ceiling penetrations 

in 1, 2 or 3 hour fire-rated floor/ceiling 

and roof/ceiling designs.

Passive Inlet FV-GKF32S1

Specifications
Air Volume Positions 2

CFM Settings 12 & 18

Features

Open/Close Louver Setting Yes

Washable Air Filter Yes

Bug Screen Yes

3” x 12” Sleeve Included Yes

Body ABS & PP

Installation
Wall Opening (diameter) 3 inch

Installation Screw Included Yes

C E I L I N G  R A D I A T I O N 
D A M P E R

Damper 
Model 

PC-RD05C3

Fan Model approved for:

FV-05VQ3, FV-08VQ3, 

FV-11VQ3, FV-15VQ4, 

FV-05VF2, FV-08VF2, 

FV-11VF2, FV-08VKS1, 

FV-05VK1, FV-08VK1,

FV-05VS1, FV-08VS1

Advantages:

— Sturdy open/close lever

— 2 position air delivery

— Washable air filter

— Bug screen

— Foam pad reduces outdoor noise and 
condensation

— Insulation lining to prevent condensation

— 3" diameter, 12" length through-the-wall sleeve

— Durable ABS and PP resin body

— 7 stainless steel installation screws included

FV-GKF32S1 
Panasonic Passive Inlet provides 

make-up (outside) air to help balance 

indoor vs. outdoor air pressure.

P A S S I V E  I N L E T  V E N T

Advantages:

— UL classification (UL standard 555C) for use in 
1, 2 or 3 hour fire-rated floor/ceiling and roof/
ceiling designs

— Available for 50 - 150 CFM fans

— 165˚ F fusible link

— High temperature, non-asbestos, reinforced 
fiber thermal fabric

— Galvanized steel frame

L I
S T I N G

S

E R V I C

E

ST

AT
E O

F CALIFORNIA

STATE FIRE MARS
HA

LL

File # WHI-495-PSH-0177,-0178FILE:# 3225-1598:100

CLASSIFIED

See details on UL classification 
marking on each product
File # R16724

Energy Recovery Ventilator
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Maximum Airflows at various Equivalent Duct Lengths (EDL)

Maximum CFM Table Using 3"-4" and 4"-6"

Model Duct size 40 feet 60 feet 80 feet 100 feet
FV-05VQ3 4" 50 CFM 50 CFM 40 CFM 40 CFM

FV-05VFL2
4" 50 CFM 40 CFM 40 CFM 40 CFM

3" 40 CFM 30 CFM 30 CFM 30 CFM

FV-05VFL2
4" 50 CFM 40 CFM 40 CFM 40 CFM

3" 40 CFM 30 CFM 30 CFM 30 CFM

FV-05VK1 4" 50 CFM 50 CFM 50 CFM 50 CFM

FV-08VKS1 4" 80 CFM 80 CFM 70 CFM 70 CFM

FV-08VKM1 4" 80 CFM 80 CFM 70 CFM 70 CFM

FV-08VK1 4" 80 CFM 80 CFM 70 CFM 70 CFM

FV-08VKL1 4" 80 CFM 80 CFM 70 CFM 70 CFM

FV-08VQ3 4" 70 CFM 60 CFM 60 CFM 50 CFM

FV-08VQL4 4" 70 CFM 60 CFM 60 CFM 50 CFM

FV-08VF2
4" 70 CFM 60 CFM 60 CFM 50 CFM

3" 50 CFM 40 CFM 30 CFM 30 CFM

FV-08VFL2
4" 70 CFM 60 CFM 60 CFM 50 CFM

3" 50 CFM 40 CFM 30 CFM 30 CFM

FV-11VQ3 4" 90 CFM 80 CFM 70 CFM 70 CFM

FV-11VQL4 4" 90 CFM 80 CFM 70 CFM 70 CFM

FV-11VF2
4" 90 CFM 80 CFM 70 CFM 70 CFM

3" 60 CFM 50 CFM 40 CFM 40 CFM

FV-11VFL2
4" 90 CFM 80 CFM 70 CFM 70 CFM

3" 60 CFM 50 CFM 40 CFM 40 CFM

FV-11VQD2 4" 90 CFM 80 CFM 70 CFM 70 CFM

FV-11VH1 4" 90 CFM 80 CFM 70 CFM 70 CFM

FV-11VHL1 4" 90 CFM 80 CFM 70 CFM 70 CFM

FV-15VQ4 6" 150 CFM 150 CFM 140 CFM 140 CFM

FV-15VQL4 6" 150 CFM 150 CFM 140 CFM 140 CFM

FV-20VQ3 6" 190 CFM 170 CFM 160 CFM 160 CFM

FV-30VQ3 6" 260 CFM 240 CFM 230 CFM 220 CFM

FV-40VQ3 6" 340 CFM 320 CFM 300 CFM 280 CFM

Each CFM level is color coded.

S E L E C T I N G  T H E  R I G H T  F A N

Equivalent Duct Length

Duct Diameter                                       
3" 4" 6" 8"

Duct 
Smooth 
Metal Same as measured duct length

Material

Flex 
Aluminum

1.25 x duct 
length

1.25 X duct 
length

1.5 X duct 
length

1.5 X duct 
length

Insulated 
Flex

1.5 X duct 
length

1.5 X duct 
length

1.75 X duct 
length

1.75 X duct 
length

Terminal Wall Cap 30 feet 30 feet 40 feet 40 feet

Device Roof Jack 30 feet 30 feet 40 feet 40 feet

Elbow Adjustable 15 feet 15 feet 20 feet 20 feet

Proper sizing requires that you 
determine the needed CFM, the 
square footage of the room or 
home, and the length and type of 
duct. 

Example: Sizing for an 8 ft x 10 ft x 
8 ft ceiling bathroom using 12 foot 
long, 4 inch diameter aluminum flex 
duct, one elbow, one wall cap.

Step 1: Determine application

Bathroom = 1 CFM/square foot

Step 2: Calculate the area to be 
ventilated in square feet.

Assuming an 8 ft ceiling: room 
length x width = area in square feet

 8 ft x 10 ft = 80 sq ft

 Step 3: Calculate  your required CFM

1 CFM x 80 sq ft = 80 CFM

Step 4: Use the Equivalent Duct Length chart 
below to calculate duct run.

4a. 12 ft aluminum flex duct x 1.25 = 15 ft

4b. One elbow = 15 ft EDL

4c. One roof jack = 30 ft EDL

15 ft + 15 ft + 30 ft = 60 ft EDL

This is the equivalent duct length (or resistance) the 
fan must overcome to move air through the duct to 
the outside.

Sizing and selecting a 
Ceiling Mounted Fan:

I N S T A L L A T I O N :  A  P r a c t i c a l  G u i d e

Best
PVC or Galvanized

Better
Aluminum Flex

Poor
Vinyl

Proper fan installation is necessary to optimize 

performance. The following points outline installation 

techniques to help achieve optimum performance. 

For existing construction, depending on the building’s 

structure and the ability to access the ducts, you may 

not be able to use all of these techniques. However, 

the more techniques used, the better the performance 

you can expect from your ventilation fan. In new 

construction where the walls and ceilings are open, with 

proper planning, applying these techniques should be 

relatively easy.

IMPORTANT: In order to reduce elbows and optimize 

fan performance, install the fan with the exhaust port 

pointed in the direction of the termination point. Be sure 

to use the duct diameter size specified for the selected 

fan. Reducing the duct diameter (at any point in the duct 

run) will create substantial static pressure and reduce 

the fan’s performance by as much as 90%.

Selecting Duct: A smooth surface duct allows 

for optimum airflow. See Figure C. For best results, 

use galvanized sheet metal or possibly PVC. Flexible 

aluminum duct is durable, easy to install and often 

used. However, the ridges in aluminum flexible duct 

increase static pressure and can reduce air flow and fan 

performance. This results in lower CFMs, higher noise 

levels and higher energy consumption. The degree to 

which performance is affected depends on the length of 

duct, number and degree of elbows.

Sagging or weaving a fan duct will also increase static 

pressure and reduce a fan's performance. When using 

a flexible aluminum duct, support the entire length of 

the duct with braces or hangers to keep it as straight 

as possible for the entire run. If the duct lies across the 

attic, do not allow it to sag between each joist. Also, 

avoid weaving serpentine through trusses.

Using dryer duct connectors made of nylon or vinyl is 

not recommended due to high static pressure caused 

by its ridges and curvature. Insulated flexible duct must 

be fully extended to avoid added resistance.

Elbows: Rule number one is to avoid elbows and 

bends whenever possible. However, the fact is that 

many installations require at least one elbow, as shown 

in Figure D. There are two precautions you can take 

when installing elbows to achieve optimum airflow.

First, allow a 2-3 foot straight run out of the fan before 

the first elbow. This allows airflow to be uniform before 

passing through the first elbow. An installation that has a 

90-degree elbow immediately after the fan exhaust port 

will cause air to flow back into the fan. This will reduce fan 

performance and increase noise. (Figure D)

Second, use a long radius angle, as shown in Figure E, 

to help ensure optimum airflow and minimum airflow 

noise.

The shortest, smooth inner surface duct 

with the least number of elbows will provide 

optimum fan performance.

Correct Incorrect

FIG. D

Preferred Typical

FIG. E

The Home Ventilating 
Institute (HVI) recommends 
the following Air Changes 
per Hour (ACH).

I. Bathrooms  
       - 8 ACH or 1 CFM/sq ft

II. Kitchens  
       - 15 ACH or 2 CFM/sq ft

III. Other Rooms  
       - 6 ACH or .75 CFM/sq ft

FIG. C
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S P E C I F I C A T I O N S

 WhisperGreen 

Premier Series

 WhisperGreen 

Standard Series
WhisperCeiling WhisperLite WhisperWall

FV-08VKS1 FV-08VKM1 FV-05VK1 FV-08VK1 FV-08VKL1  FV-05VQ3  FV-08VQ3  FV-11VQ3  FV-15VQ4  FV-20VQ3   FV-30VQ3   FV-40VQ3  
 FV-11VQD2 2-speed  

 FV-08VQL4  FV-11VQL4  FV-15VQL4  FV-08WQ1  
 High   Low  

Characteristics  

(HVI Certified Data 

for 0.1” S.P.)

 Static pressure in inches w. g.  0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25  0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25   0.1   0.25  0.1 0.25 0.1 0.25 0.1 0.25 0.03

 Air Volume (CFM)  80 74 70 68 60 59 50 49 40 40 30 28 80 74 70 68 60 59 50 49 40 40 30 28 50 49 80 82 80 78 50 31 80 57  110   94   150  123  190   144   290   257   380   348   110   91   60   51  80 61 110 95 150 127 70

 Noise (sones)  0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  <0.3  N/A  0.3  N/A  <0.3  N/A   <0.3   N/A  0.3  N/A  0.8  N/A  0.6  N/A   1.3   N/A   2.0   N/A   3.0   N/A   1.5   N/A   <0.3   N/A  0.3  N/A 1.0  N/A 1.2  N/A 1.1

 Power Consumption (Watts)  11.3 17.3 8.9 15.5 7.6 13.2 6.6 11.2 5.2 9.3 4.7 7.8 11.3 17.3 8.9 15.5 7.6 13.2 6.6 11.2 5.2 9.3 4.7 7.8 5.9 11.2 11.1 21.5 11.3 20.5 12.9 12.8 22.8 22.6 30.7 30.6 31.4 30.2  42   42   64   62   112   111   27   25   18   17  25.2 24.9 35.9 35.6 35.7 34.7 18

 Energy Efficiency (CFMs/Watt)  7.1 4.3 7.9 4.4 7.9 4.5 7.6 4.4 7.7 4.3 6.4 3.6 7.1 4.3 7.9 4.4 7.9 4.5 7.6 4.4 7.7 4.3 6.4 3.6 8.5 4.4 7.2 3.8 7.1 3.8 3.9 2.4 3.5 2.5 3.6 3.1 4.8 4.1  4.5   3.4   4.6   4.1   3.4   3.1   4.1   3.6   3.3   3.0  3.2 2.4 3.1 2.7 4.2 3.7 3.9

Speed 723 957 698 955 685 924 665 913 632 897 615 882 723 957 698 955 685 924 665 913 632 897 615 882 659 916 733 987 747 973 817 1150 716 909 810 979 673 873 696 871 877 990 736 823 1022 1235 803 1095 775 948 894 1017 790 960 660

Current 0.08 0.13 0.07 0.12 0.06 0.10 0.05 0.09 0.04 0.07 0.03 0.06 0.08 0.13 0.07 0.12 0.06 0.10 0.05 0.09 0.04 0.07 0.03 0.06 0.05 0.09 0.09 0.17 0.04 0.12 0.11 0.11 0.19 0.19 0.26 0.25 0.29 0.27 0.35 0.35 0.53 0.52 0.94 0.92 0.35 0.35 0.35 0.35 0.21 0.21 0.30 0.30 0.30 0.29 0.20

Power Rating (V/Hz) 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60

Specifications

Motor Type DC DC DC DC DC DC DC DC DC DC DC DC DC DC DC DC Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser

Type of Motor Bearing Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Ball Sleeve

Thermal Fuse Protection Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes   Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Blower Wheel Type Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Propeller

ENERGY STAR Qualified   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes  Yes  Yes  Yes  

Installation

Duct Diameter (inches) 4 4 4 4 4  4   4   4  4   6   6  6  4 4 4 6 8

Mounting Opening (inches sq.) 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 12-3/16 12-3/16 14-3/4 9-1/8 10-7/8 10-7/8 10-7/8 8-1/2

Grille Size (inches sq.) 13 13 13 13 13 13 13 13 13 15 15 17-11/16 11-13/16 13 13 13 10-1/4

Advanced  

Features

SmartAction® Motion Sensor No Yes No No No

High/Low Delay Timer Yes Yes Yes Yes Yes

CustomVent Variable Speed 

Control
Yes Yes Yes Yes Yes

SmartFlow Optimum CFM 

Technology
Yes Yes Yes Yes Yes

Light  

Specifications

Lamp Watts 2x18 2 x 18 2 x 18 2 x 18

Color Rendering Index 84 84 84 84

Color Temp (Kelvin) 3500 3500 3500 3500

Rated Life (hrs) 10,000  10,000  10,000  10,000

Lamp Model # FDS18E35/4*  FDS18E35/4*  FDS18E35/6*  FDS18E35/8*

Night-Light Specs Night Light Watts 4 4 4 4

Shipping Gross Weight (lbs.) 14.2 14.2 14.2 14.2 16.5 12.3 13.4 13.9 14.8 17.2 18.3 27.3 8.8 15.2 15.2 16.1 12.1

Approved 

Code/Standard/ 

Regulation

 UL Tub/Shower Enclosure   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes  Yes  Yes Yes

 Washington State VIAQ Code   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes  Yes  Yes Yes

California Title 24 Compliant  Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes  Yes  Yes N/A 

 Mfg in ISO 9001 Certified 

Facility  
 Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes   Yes  Yes  Yes Yes

*Lamp contains mercury. Dispose according to local, state and Federal laws.
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S P E C I F I C A T I O N S

 1 ENERGY STAR qualified when installed with 4" duct.*Lamp contains mercury. Dispose according to local, state and Federal laws.

WhisperFit WhisperFit-Lite WhisperValue / WhisperValue-Lite WhisperWarm WhisperLine

FV-05VF2 FV-08VF2 FV-11VF2 FV-05VFL2 FV-08VFL2 FV-11VFL2 FV-05VS1 FV-08VS1 FV-08VSL1
 FV-11VH1   FV-11VHL1  FV-10NFL1 FV-20NFL1 FV-30NFL1 FV-40NFL1

4” Duct 3” Duct 4” Duct 3” Duct 4” Duct 3” Duct 4” Duct 3” Duct 4” Duct 3” Duct 4” Duct 3” Duct 3" Duct 3" Duct 3" Duct

Characteristics  
(HVI Certified Data  

for 0.1” S.P.)

 Static pressure in inches w. g.  0.1  0.25  0.1  0.2 5  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25  0.1  0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25 0.2 0.3 0.4 0.2 0.3 0.4 0.2 0.3 0.4 0.2 0.3 0.4

 Air Volume (CFM) 50 30 50 31 80 60 70 53 110 94 90 78 50 35 50 35 80 63 70 57 110 96 90 78 50 37 80 65 80 67 110 99 110 96 120 105 82 240 225 200 340 322 302 440 425 408

 Noise (sones) 0.4  N/A 0.5  N/A 0.8  N/A 0.8  N/A 1.5  N/A 1.5  N/A <0.3  N/A <0.3  N/A 0.5  N/A 0.6  N/A 1.3  N/A 1.5  N/A 0.8 N/A 1.4 N/A 1.3 N/A 1.1  N/A  1.0  N/A  1.0 1.4 1.7 2.1

 Power Consumption (Watts) 15.0 14.7 15.0 14.8 24.5 24.3 24.3 24.0 33.5 33.2 33.8 33.5 16.6 16.5 16.6 16.5 29.7 29.1 29.4 28.7 33.6 33.2 33.3 32.8 15.8 15.3 23.3 23.6 24.4 24.9 25 24 25 24 36 57 98 132

Energy Efficiency (CFMs/Watt) 3.3 2.0 3.3 2.1 3.3 2.5 2.9 2.2 3.3 2.8 2.7 2.3 3.0 2.1 3.0 2.1 2.7 2.2 2.4 2.0 3.3 2.9 2.7 2.4 3.2 2.4 3.4 2.8 3.3 2.7 4.5 4.1 4.4 4.0 3.3 4.2 3.5 3.3

Speed 637 932 741 978 757 956 845 1007 830 1000 1029 1128 703 917 769 989 828 981 937 1067 906 1033 1048 1162 759 948 878 1026 944 1063 1080 1260 1080 1260 1590 1260 1337 1150

Current 0.13 0.12 0.13 0.12 0.20 0.20 0.20 0.20 0.28 0.28 0.28 0.28 0.14 0.14 0.14 0.14 0.25 0.24 0.25 0.24 0.28 0.28 0.28 0.27 0.04 0.04 0.11 0.11 0.11 0.11 0.35 0.35 0.35 0.35 0.31 0.46 0.86 1.10

Power Rating (V/Hz) 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60 120/60

Specifications

Motor Type Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser Condenser

Type of Motor Bearing Ball Ball Ball Ball Ball Ball Ball Ball Ball Sleeve Sleeve Ball Ball Ball Ball

Thermal Fuse Protection Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Blower Wheel Type Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco Sirocco

ENERGY STAR Qualified  Yes  Yes  Yes1  Yes  Yes  Yes1  Yes   Yes   Yes  No No  Yes  Yes  Yes  Yes 

Installation

Duct Diameter (inches) 4/3 4/3 4/3 4/3 4/3 4/3 3 3 3 4 4 4 6 6 8

Mounting Opening (inches sq.) 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 10-7/8 16-1/2L x 13-1/2W 16-1/2L x 13-1/2W N/A N/A N/A N/A

Grille Size (inches sq.) 13 13 13 13 13 13 13 13 13 18-3/4L x 16-7/10W 18-3/4L x 16-7/10W 9-1/2 9-1/2 9-1/2 9-1/2

Light Specifications

Lamp Watts 2x18 2x18 2x18 2x18  2x18  

Color Rendering Index 84 84 84 84 84

Color Temp (Kelvin) 3500 3500 3500 3500 3500

Rated Life (hrs) 10,000 10,000 10,000 10,000 10,000

Lamp Model # FDS18E35/4* FDS18E35/4* FDS18E35/4* FDS18E35/4* FDS18E35/4*

Night-Light Specs Night Light Watts 4 4 4 4 4

Heater

Stainless Steel Sheathed 

Element  Yes   Yes  

Directional Louver  Yes   Yes  

Heating Element (Watts) 1400 1400

Blower Fan (CFM) 80 80

Blower Fan (Watts) 24 24

Combined Amps 12.1 12.8

Shipping Gross Weight (lbs.) 11.2 11.2 11.2 14.3 14.3 14.3 9.7 9.7 12.3 28.2 31.5 14 17 24 26

Approved Code/
Standard/ Regulation

UL Tub/Shower Enclosure  Yes  Yes  Yes  Yes  Yes  Yes  Yes   Yes   Yes  No  Yes  Yes  Yes  Yes 

Washington State VIAQ Code  Yes  Yes  Yes  Yes  Yes  Yes  Yes   Yes   Yes  Yes  Yes  Yes  Yes  Yes 

California Title 24 Compliant  Yes  Yes  Yes  Yes  Yes  Yes  Yes   Yes   Yes  Yes N/A N/A N/A N/A

 Mfg in ISO 9001 Certified 

Facility 
 Yes  Yes  Yes  Yes  Yes  Yes Yes  Yes  Yes  Yes  Yes 

WhisperComfort 
(40/20 or 20/10 setting)

FV-04VE1

40 CFM 20 CFM 10 CFM

Characteristics  

 Static pressure in inches w. g.  0.1 0.1 0.1

 Air Volume Exhaust (CFM)  40 20 10

 Air Volume Supply (CFM)  30 20 10

 Noise (sones) 0.8 <0.3 N/A

 Power Consumption (Watts)  23 21 17

Speed 1479 1292 1095

Current 0.15 0.10 0.09

Power Rating (V/Hz) 120/60

Specifications

Motor Type Condenser

Type of Motor Bearing Ball

Thermal Fuse Protection Yes

Blower Wheel Type 2 x Sirocco

Apparent Sensible Effectiveness Heating (%) 32 °F (0°C) 66% at 30 CFM

Total Recovery Efficiency Cooling (%) 95 °F (35°C) 36% at 29 CFM

Installation

Duct Diameter (inches)  2 x 4”

Mounting Opening (inches sq.) 19-1/2” x 14-1/4”

Grill Size (inches sq.) 20-3/4” x 16-3/4”

Shipping Gross Weight (lbs.) 24

Approved Code/Standard/Regulation

 UL Tub/Shower Enclosure  N/A

 Washington State VIAQ Code  N/A

 Mfg in ISO 9001 Certified Facility  Yes

Callifornia Title 24 Compliant Yes


